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Compliance Information 
For U.S.A.
This device complies with part 15 of FCC Rules. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.This 
equipment has been tested and found to comply with the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment generates, uses, and can 
radiate radio frequency energy, and if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by turning the equipment 
off and on, the user is encouraged to try to correct the interference by one or more of the 
following measures:

• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected.
•  Consult the dealer or an experienced radio/TV technician for help.

Warning:	You are cautioned that changes or modifications not expressly approved by the party 
responsible for compliance could void your authority to operate the equipment.

For Canada
• This Class B digital apparatus complies with Canadian ICES-003.
• Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada.

CE Conformity for European Countries
The device complies with the requirements of the EEC directive 89/336/EEC as 
amended by 92/31/EEC and 93/68/EEC Art.5 with regard to “Electromagnetic 
compatibility”,  and 73/23/EEC as amended by 93/68/EEC Art.13 with regard to 
“Safety.”

Following information is only for EU-member states:
The mark shown to the right is in compliance with the Waste Electrical and 
Electronic Equipment Directive 2002/96/EC (WEEE).
The mark indicates the requirement NOT to dispose the equipment as unsorted 
municipal waste, but use the return and collection systems according to local law.
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Important Safety Instructions
1.  Read these instructions completely before using the equipment.

2.  Keep these instructions in a safe place.

3.  Heed all warnings.

4.  Follow all instructions.

5.  Do not use this equipment near water. Warning: To reduce the risk of fire or electric shock, 
do not expose this apparatus to rain or moisture.

6.   Clean with a soft, dry cloth. If further cleaning is required, see “Cleaning the Display” in this 
guide for further instructions.

7.   Do not block any ventilation openings. Install the equipment in accordance with the 
manufacturer’s instructions.

8.   Do not install near any heat sources such as radiators, heat registers, stoves, or other devices 
(including amplifiers) that produce heat.

9.   Do not attempt to circumvent the safety provisions of the polarized or grounding-type plug. 
A polarized plug has two blades with one wider than the other. A grounding type plug has 
two blades and a third grounding prong. The wide blade and the third prong are provided for 
your safety. If the plug does not fit into your outlet, consult an electrician for replacement of 
the outlet.

10.   Protect the power cord from being tread upon or pinched, particularly at the plug, and the 
point where if emerges from the equipment. Be sure that the power outlet is located near the 
equipment so that it is easily accessible.

11.   Only use attachments/accessories specified by the manufacturer.

12.   Use only with the cart, stand, tripod, bracket, or table specified by the 
manufacturer, or sold with the equipment. When a cart is used, use caution when 
moving the cart/equipment combination to avoid injury from tipping over.

13.   Unplug this equipment when it will be unused for long periods of time.

14.   Refer all servicing to qualified service personnel. Service is required when the unit has 
been damaged in any way, such as: if the power-supply cord or plug is damaged, if liquid is 
spilled onto or objects fall into the unit, if the unit is exposed to rain or moisture, or if the 
unit does not operate normally or has been dropped.
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Declaration of RoHS Compliance
This product has been designed and manufactured in compliance with Directive 2002/95/EC of 
the European Parliament and the Council on restriction of the use of certain hazardous substances 
in electrical and electronic equipment (RoHS Directive) and is deemed to comply with the 
maximum concentration values issued by the European Technical Adaptation Committee (TAC) 
as shown below: 

Substance Proposed Maximum 
Concentration Actual Concentration

Lead	(Pb) 0.1% <	0.1%

Mercury	(Hg) 0.1% <	0.1%

Cadm�um	(Cd) 0.01% <	0.01%

Hexavalent	Chrom�um	(Cr6+) 0.1% <	0.1%

Polybrom�nated	b�phenyls	(PBB) 0.1% <	0.1%

Polybrom�nated	d�phenyl	ethers	(PBDE) 0.1% <	0.1%

Certain components of products as stated above are exempted under the Annex of the RoHS 
Directives as noted below:

Examples of exempted components are:

1.  Mercury in compact fluorescent lamps not exceeding 5 mg per lamp and in other lamps not 
specifically mentioned in the Annex of RoHS Directive.

2.  Lead in glass of cathode ray tubes, electronic components, fluorescent tubes, and electronic 
ceramic parts (e.g. piezoelectronic devices).

3.  Lead in high temperature type solders (i.e. lead-based alloys containing 85% by weight or 
more lead).

4.  Lead as an allotting element in steel containing up to 0.35% lead by weight, aluminium 
containing up to 0.4% lead by weight and as a cooper alloy containing up to 4% lead by 
weight.
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Copyright Information
Copyright © ViewSonic® Corporation, 2006. All rights reserved.
Macintosh and Power Macintosh are registered trademarks of Apple Computer, Inc.
Microsoft, Windows, Windows NT, and the Windows logo are registered trademarks of Microsoft 
Corporation in the United States and other countries.
ViewSonic, the three birds’ logo, OnView, ViewMatch, and ViewMeter are registered trademarks of 
ViewSonic Corporation.
VESA is a registered trademark of the Video Electronics Standards Association. DPMS and DDC are 
trademarks of VESA.
PS/2, VGA and XGA are registered trademarks of International Business Machines Corporation.
Disclaimer:ViewSonic Corporation shall not be liable for technical or editorial errors or omissions 
contained herein; nor for incidental or consequential damages resulting from furnishing this material, 
or the performance or use of this product.
In the interest of continuing product improvement, ViewSonic Corporation reserves the right to change 
product specifications without notice. Information in this document may change without notice.
No part of this document may be copied, reproduced, or transmitted by any means, for any purpose 
without prior written permission from ViewSonic Corporation.

Product Registration
To meet your future needs, and to receive any additional product information as it becomes available, 
please register your product on the Internet at: www.viewsonic.com. The ViewSonic Wizard CD-
ROM also provides an opportunity for you to print the registration form, which you may mail or fax to 
ViewSonic.

For Your Records
Product Name:

Model Number:
Document Number:
Serial Number:
Purchase Date:

PJ558D
ViewSonic DLP Projector
VS11529
PJ558D-1_UG_ENG Rev. 1A 07-12-06
	 		
	 		

The lamp in this product contains mercury. 
Please dispose of in accordance with local, state or federal laws.
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Safety Instructions

Read	all	of	these	�nstruct�ons	before	you	operate	your	projector	and	save	for	future	
reference.	
1.	 Check	that	the	operat�ng	voltage	of	your	un�t	�s	�dent�cal	w�th	the	voltage	of	your	

local	power	supply.

2.		 Should	any	l�qu�d	or	sol�d	object	fall	�nto	the	cab�net,	unplug	the	un�t	and	have	�t	
checked by the qualified personnel before operating it further.

3.		 Do	not	attempt	to	serv�ce	th�s	product	yourself,	as	open�ng	or	remov�ng	covers	may	
damage	the	components	�ns�de	and	w�ll	vo�d	your	warranty.	

4.		 Do	not	place	th�s	product	on	an	unstable	cart,	stand,	or	table.	The	product	may	
fall,	caus�ng	ser�ous	damage	to	the	product.	

5.		 Unplug	 the	un�t	 from	the	wall	socket	 �f	 �t	 �s	not	 to	be	used	 for	several	days.	To	
d�sconnect	the	cord,	pull	�t	out	by	the	plug.	Never	pull	the	cord	�tself.

6.		 The	wall	socket	should	be	near	the	un�t	and	eas�ly	access�ble.

7.		 Do	not	place	the	projector	where	the	cord	can	be	stepped	on	as	th�s	may	result	�n	
fray�ng	or	damage	to	the	lead	or	the	plug.	Be	alert	to	tr�pp�ng	hazards.

8.		 Never	look	�nto	the	projector	lens	when	the	lamp	�s	sw�tched	on	as	the	br�ght	l�ght	
can	damage	your	eyes.	Never	let	ch�ldren	look	�nto	the	lens	when	�t	�s	on.

9.		 Do	not	place	your	hand	or	objects	near	the	vent�lat�on	holes.	The	a�r	com�ng	out	�s	
hot.

10.	Never	open	any	covers	on	the	projector	except	the	lamp	cover.	Dangerous	electr�cal	
voltages inside the projector can cause severe injury. Except as specifically directed 
�n	 th�s	User’s	Manual,	do	not	attempt	 to	serv�ce	 th�s	product	yourself.	Refer	all	
servicing to qualified service personnel.

11.	Unplug	the	projector	from	the	wall	socket	before	clean�ng.	Use	a	damp	cloth	for	
clean�ng	the	projector	hous�ng.	Do	not	use	l�qu�d	or	aerosol	cleaners.

12.	Keep	the	plast�c	pack�ng	mater�als	(from	the	projector,	accessor�es	and	opt�onal	
parts)	out	of	the	reach	of	ch�ldren	as	these	bags	may	result	�n	death	by	suffocat�on.	
Be	part�cularly	careful	around	the	small	ch�ldren.
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13.	For	vent�lat�on	reasons,	the	fan	cont�nues	to	operate	after	the	projector	has	been	
powered	off.	Please	do	not	unplug	the	power	cord	unt�l	the	fan	stops.	

14.	The	 projector	 �s	 equ�pped	 w�th	 vent�lat�on	 holes	 (�ntake)	 and	 vent�lat�on	 holes	
(exhaust).	Do	not	block	or	place	anyth�ng	near	these	slots,	or	�nternal	heat	bu�ld-up	
may	occur,	caus�ng	p�cture	degradat�on	or	damage	to	the	projector.

15.	When	you	replace	the	projector	lamp,	never	touch	the	new	bulb	w�th	your	bare	
hands.	The	�nv�s�ble	res�due	left	by	the	o�l	on	your	hands	may	shorten	the	bulb	l�fe.	
Use lint-free gloves or finger cots are recommended.

16.	The	product	should	be	s�tuated	away	from	heat	sources	such	as	rad�ators,	heat	
registers, stoves, or other products (including amplifiers) that produce heat.

17.	Do	not	overload	wall	outlets,	extens�on	cords,	or	�ntegral	conven�ence	receptacles	
as this can result in a risk of fire or electric shock.
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Notes on AC Power Cord

AC Power Cord must meet requirement of country where you use a projector. Confirm an 
AC	plug	type	w�th	graph�cs	below	and	proper	AC	Power	Cord	must	be	used.	If	suppl�ed	
AC	Power	Cord	does	not	match	your	AC	outlet,	contact	your	sales	dealer.
Th�s	projector	�s	equ�pped	w�th	a	ground�ng	type	AC	l�ne	plug.	Make	sure	that	your	
outlet fits the plug. Do not defeat the safety purpose of this grounding type plug. We 
h�ghly	recommend	us�ng	a	v�deo	source	dev�ce	also	equ�pped	w�th	a	ground�ng	type	
AC line plug to prevent from signal interference due to voltage fluctuation.
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Product Introduction
Projector Features
The	projector	�ntegrates	h�gh-performance	opt�cal	eng�ne	project�on	and	a	user-fr�endly	
des�gn	to	del�ver	h�gh	rel�ab�l�ty	and	ease	of	use.

The	projector	offers	the	follow�ng	features:
	 S�ngle	ch�p	0.55”	Texas	Instruments	DLP™	technology
	 XGA	(1024	x	768	p�xels)
	 Compact	s�ze,	l�ght	we�ght	for	portab�l�ty
	 1.2x	manual	zoom	lens
	 Auto	�mage	re-s�z�ng	(Auto-Sync.)	to	1024	x	768	full	screen	w�th	scal�ng	compress�on	

compat�b�l�ty	for	VGA,	SVGA,	XGA	and	SXGA*.
	 State-of-the-art	mot�on	adapt�ve	hardware	de�nterlac�ng	w�th	3:2	pull	down
	 Compat�b�l�ty	w�th	Mac�ntosh®	computers
	 Compat�b�l�ty	w�th	NTSC,	PAL,	SECAM,	and	HDTV
	 Mult�-funct�on	remote	control
	 D-Sub	15-p�n	cable	for	analog	v�deo	connect�v�ty
	 User-fr�endly,	mult�-language	on-screen	d�splay	(OSD)
	 Advanced	electron�c	keystone	correct�on

*	means	compressed.
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Package Contents
When	you	unpack	the	projector,	make	sure	you	have	all	these	components:

	 Save	the	or�g�nal	sh�pp�ng	carton	and	pack�ng	mater�al;	they	w�ll	come	�n	handy	
�f	you	ever	to	sh�p	your	un�t.	For	max�mum	protect�on,	repack	your	un�t	as	�t	
was	or�g�nally	packed	at	the	factory.

	 Accessor�es	and	components	may	vary	by	reta�ler	and	reg�on.
	 L�th�um	 battery	 �s	 loaded	 �n	 the	 remote	 control.	 Remove	 the	 transparent	

�nsulat�on	tape	by	pull�ng	�t	before	use.

Projector	w�th	Lens	Cap AC	Power	Cord				 VGA	Cable	(D-SUB	to	D-SUB)

S-V�deo	Cable Compos�te	V�deo	Cable Aud�o	Cable

VGA	(D-SUB)	to
HDTV		(RCA)	Cable

Projector	
Carry�ng	Case

User’s	ManualRemote	Control	(IR)
w�th	L�th�um	battery

POWER  

MUTE

4:3/16:9     KEYSTONE

LASER

ENTER                               BLANK

MENU

VOLUME

AUTO SOURCE

Opt�onal	Accessory:

Qu�ck	Start	Gu�de

RS232	Cable USB	Cable
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Getting to Know the Projector
Projector Components
Front View

1.	 Lens	cap
2.	 Lens	cap	strap
3.		 Front 	 IR	 remote	 contro l	

sensor
4.	 Lens
5.	 Vent�lat�on	holes	(�ntake)	
6.	 Zoom	r�ng

1 2 4

78910 56

1211 3

7.	 Focus	r�ng
8.	 Control	panel
9.	 Speaker
10.	Vent�lat�on	holes	(exhaust)
11.		Elevator	foot
12.		 Elevator	button



�ViewSonic	 PJ55�D

Rear View

1.	 Interface	connector
2.	 Rear	IR	remote	control	sensor
3.	 Security	lock	receptacle
4.	 AC	power	socket
5.		 Ventilation	holes	(intake)
6.		 Tilt-adjustment	foot

Bottom View

1.		 Lamp	cover
2.		 Ceiling	mount

12

3

4 56 6

2 2

1

2

	 This	projector	can	be	used	with	a	ceiling	mount	for	support.	The	ceiling	mount	
is	not	included	in	the	package.
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Control Panel

1.		 	(power)	
2.		 Power	LED	indicator
3.	 Keystone	/
4.		 Auto	
5.		 Menu	
6.		 Four	direction	buttons
7.		 Lamp	LED	indicator
�.		 Source		

Interface Connector

1.	 USB	connector	(Service	purpose)

	 This	connector	is	used	for	engineering	purpose.
2.	 Audio	input	connector
	 Connect	an	audio	output	from	video	equipment	to	this	jack.
3.	 RS232	connector
	 When	 operating	 the	 projector	 via	 a	 computer,	 connect	 this	 to	 the	 controlling	

computer’s	RS-232C	port.
4.	 Computer	IN	(D-SUB)	connector	(Blue)
	 Connect	image	input	signal	(analog)	to	this	connector.
5.	 S-Video	connector
	 Connect	S-Video	output	from	video	equipment	to	this	jack.
6.		 Computer	Out	(D-SUB)	connector	(Black)
				 Connect	to	a	computer	display,	etc.
7.	 Video	connector
	 Connect	composite	video	output	from	video	equipment	to	this	jack.

7

21 3

6

4 5
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Remote Control Components
1.		 		Power	button
2.		 Four	d�rect�on	buttons
3.		 Menu	button
4.		 Enter	button
5.		 Keystone	/	buttons
6.		 Volume	/	buttons
7.	 Source	button
8.	 Mute	button
9.	 Blank	button
10.	4:3/16:9	button
11.		Auto	button

POWER  

MUTE

4:3/16:9     KEYSTONE

LASER

ENTER                               BLANK

MENU

VOLUME

AUTO SOURCE

1

2

3

4

7

6
5

8

9

10

11
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Installation
Connecting the Projector

	 Aud�o	Cable	 	 VGA	 (D-SUB)	 to	 HDTV	 (RCA)	
Cable

		 RS232		Cable	 	 V�deo	Cable
		 VGA	Cable	(D-SUB	to	D-SUB)	 	 S-V�deo	Cable

	

Desktop	type Laptop	type

2 3

6

1

1

3

54

	 When	 connect�ng	 cable,	 power	 cords	 of	 both	 a	 projector	 and	 external	
equ�pment	should	be	d�sconnected	from	AC	outlet.

 The figure above is a sample connection. This does not mean that all of
	 these	devices	can	or	must	be	connected	simultaneously.
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Powering On/Off the Projector
Powering On the Projector:

1.	 Remove	the	projector	lens	cap.
2.	 Complete	the	AC	power	cord	and	per�pheral	s�gnal	cable(s)	connect�ons.	

3.	 Press	the	 	button	on	the	Projector	Control	Panel	or	the	 	button	on	the	Remote	
Control	to	turn	on	the	power.

4.	 Turn	on	your	source	(computer,	notebook,	DVD,	etc.).	The	projector	automat�cally	
detects	your	source.	

	 	 If	the	“Search�ng	for	source”	message	appears	on	the	screen,	ensure	that			
	 the	appropr�ate	s�gnal	cable(s)	are	securely	connected.

	 	 If	you	are	connect�ng	mult�ple	sources	to	the	projector	s�multaneously,	press		
the	Source	button	e�ther	on	the	Projector	Control	Panel	or	the	Remote	Control.

Warn�ng:
	 	 Never	look	�nto	the	lens	when	the	lamp	�s	on.	Th�s	can	damage	your	eyes.	It	�s		

	 espec�ally	�mportant	that	ch�ldren	are	not	allowed	to	look	�nto	the	lens.

Powering Off the Projector:

1.	 Press	the	 	button	on	the	Projector	Control	Panel	or	the	 	button	on	the	Remote	
Control.	A	message	w�ll	appear	on	the	screen:	

2.	 Press	the	 	button	on	the	Projector	Control	Panel	or	the	 	button	on	the	Remote	
Control	aga�n	to	turn	off	the	power.	Wa�t	unt�l	the	lamp	LED	�nd�cator	turns	off.	

	 Please	wa�t	unt�l	the	fan	motor	and	the	lamp	LED	turn	off	before	remov�ng	
the	AC	power	cord	from	the	projector.
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Adjusting the Projected Image
Adjusting the Projector Height

The	projector	�s	equ�pped	w�th	an	elevator	foot	to	adjust	the	�mage	he�ght.
To	ra�se	or	lower	the	�mage:

1.		 Turn	the	projector	over	and	locate	the	elevator	foot.	Press	the	elevator	button	to	
extend	the	foot	so	�t	may	be	adjusted.

2.		 Wh�le	hold�ng	down	the	elevator	button,	adjust	the	foot	to	the	des�red	he�ght,	then	
release	the	button	to	lock	the	elevator	foot	�nto	pos�t�on.

3.  Use tilt-adjustment foot to fine-tune tilt-adjustment.
4.		 Lower	the	projector	so	�t	rests	on	�ts	foot;	adjust	as	needed.

	 	To	avo�d	damag�ng	the	projector,	make	sure	that	the	elevator	foot	and	t�lt-
adjustment	foot	are	fully	retracted	before	plac�ng	the	projector	�n	�ts	carry�ng	
case.

1

2 3
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Adjusting the Projector Zoom and Focus 

1.	 Adjust	the	�mage	s�ze	by	rotat�ng	the	zoom	r�ng.
	 Rotate	to	the	r�ght	to	reduce	the	�mage.
	 Rotate	to	the	left	to	enlarge	the	�mage.
2.	 Focus	the	�mage	by	rotat�ng	the	focus	r�ng.
	 A	st�ll	�mage	�s	recommended	for	focus�ng.

Adjusting Projection Image Size
Refer	to	the	graph�c	and	table	below	to	determ�ne	the	screen	s�ze	and	project�on	
d�stance.

Zoom	R�ng

Focus	R�ng

D�stance	between	the	screen	
and	the	center	of	the	lens
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	 Position	the	projector	in	a	horizontal	position;	other	positions	can	cause	heat	
build-up	and	damage	to	the	projector.

	 Make	sure	the	heat	ventilation	holes	are	not	blocked.
	 Do	not	use	the	projector	in	a	smoky	environment.	Smoke	residue	may	cause	

buildup	on	critical	parts	(i.e.	DMD,	lens	assembly,	etc.)

	Screen	Size	 		 Projection	Distance		(m)	
	 	(inch)	 Wide	 	 	 Tele	
	 30	 -	 	 	 1.20	
	 40	 1.33	 	 	 1.60	
	 50	 1.66	 	 	 2.00	
	 60	 2.00	 	 	 2.40	
	 80	 2.66	 	 	 3.20	
	 100	 3.33	 	 	 4.00	
	 150	 5.00	 	 	 6.00	
	 200	 6.66	 	 	 8.00	
	 250	 8.33	 	 	 10.00	
	 300	 10.0	 	 	 				-	 	

*	This	table	is	for	user	reference	only.
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Using the Projector
Control Panel

1.		 	
	 Refer	to	“Power�ng	On/Off	the	Projector”.
2.		 Power	LED	�nd�cator
	 Refer	to	“Ind�cator	Messages”.
3.		 Keystone	/
	 Adjusts	�mage	d�stort�on	caused	by	t�lt�ng	the	projector.
4.		 Auto	
	 Automat�cally	adjusts	frequency	and	phase.	Th�s	funct�on	�s	ava�lable	for	computer	

mode	only.
5.		 Menu	
	 D�splays	or	ex�ts	the	on-screen	d�splay	menus.
6.		 Four	d�rect�on	buttons
	 The	four	d�rect�on	buttons	///	can	be	used	to	scroll	through	OSD	(On-Screen	

D�splay)	menus	and	make	adjustments.
7.		 Lamp	LED	�nd�cator
	 Refer	to	“Ind�cator	Messages”.
8.		 Source		
	 Manually	selects	an	�nput	source.
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Remote Control
1.		 	Power	
	 Refer	to	“Power�ng	On/Off	the	Projector”.
2.		 Four	d�rect�on	buttons
	 The	four	d�rect�on	buttons	/// can	be	used	

to	scroll	through	OSD	(On-Screen	D�splay)	menus	
and	make	adjustments.

3.		 Menu	
	 Press	the	Menu	button	to	act�vate	the	OSD	(On-

Screen	D�splay)	menu.	Use	the	d�rect�onal	buttons	
and	 Menu	 button	 to	 nav�gate	 through	 the	 OSD	
(On-Screen	D�splay)	menu.

4.		 Enter
 Confirms the selection
5.		 Keystone		/
	 Adjusts	 �mage	 d�stort�on	 caused	 by	 t�lt�ng	 the	

projector.
6.		 Volume		/
	 Press	 the	 Volume	 	 button	 to	 �ncrease	 the	

volume;	press	the	Volume		button	to	reduce	the	
volume.

7.		 Source	
	 Manually	selects	an	�nput	source.
8.		 Mute
	 Cuts	off	the	sound	temporar�ly.
9.		 Blank	
	 Cuts	off	the	screen	temporar�ly.
10.	4:3/16:9
	 Press	the	4:3/16:9	to	sw�tch	the	�mage	aspect	rat�o	from	4:3	to	16:9.
11.	Auto	
	 Automat�cally	adjusts	frequency	and	phase.

POWER  

MUTE

4:3/16:9     KEYSTONE

LASER

ENTER                               BLANK

MENU

VOLUME

AUTO SOURCE

1

2

3

4

7

6
5

8

9

10

11

Battery Replacement

	 Keep	the	battery	out	of	the	reach	of	ch�ldren.	There	�s	a	danger	of	death	by	acc�dentally	
swallow�ng	the	battery.

 Do not recharge the used battery or expose the battery to fire or water.
	 Do	not	d�spose	of	the	used	battery	along	w�th	household	waste.	D�spose	of	used	batter�es	

accord�ng	to	local	regulat�ons.
	 Avo�d	excess�ve	heat	and	hum�d�ty.	Danger	of	explos�on	may	happen	�f	a	battery	�s	�ncorrectly	

replaced.	Replace	only	w�th	the	same	type	recommended	by	the	manufacturer.	
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7m

7m
5m

5m

5m

5m

15

15

10

10

POWER  

MUTE

4:3/16:9     
KEYSTONE

LASERENTER     
     

     
     

     
     

 BLANKMENU

VOLUME

AUTO
SOURCE

POWER  

MUTE

4:3/16:9     KEYSTONE LASER ENTER                               BLANK
MENU

VOLUME

AUTO
SOURCE

Remote Control Operation

Po�nt	the	remote	control	at	the	�nfrared	remote	sensor	and	press	a	button.

	 The	remote	control	may	not	operate	when	there	�s	sunl�ght	or	other	strong	
light such as a fluorescent lamp shining on the remote sensor.

	 Operate	 the	 remote	 control	 from	 a	 pos�t�on	 where	 the	 remote	 sensor	 �s	
v�s�ble.

	 Do	not	drop	the	remote	control	or	jolt	�t.
	 Keep	the	remote	control	out	of	locat�ons	w�th	excess�vely	h�gh	temperature	

or	hum�d�ty.
	 Do	not	get	water	on	the	remote	control	or	place	wet	objects	on	�t.
	 Do	not	d�sassemble	the	remote	control.

A.	 Stra�ght	D�stance:	w�th�n	about	7	
	 meters	 from	 the	 front	 of	 the	 remote	

sensor.
B.	 D�rect�on:
	 Angle:	w�th�n	about	15	degrees	of		the	

remote	 sensor	 �n	 vert�cal	 d�rect�on	 ;	
w�th�n	about	10	degrees	of	the	remote	
sensor	�n	hor�zontal	d�rect�on.

	 D�stance:	w�th�n	about	5	meters	from	
the	front	of	the	remote	sensor.
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Menu Options
The	projector	has	mult�-language	OSD	(On-Screen	D�splay)	menus	that	can	only	be	
d�splayed	when	an	�nput	source	�s	present.	The	menus	can	be	accessed	us�ng	e�ther	
the	Projector	Control	Panel	or	the	Remote	Control.	The	OSD	(On-Screen	D�splay)	
menus	allow	you	to	make	�mage	adjustments	and	change	a	var�ety	of	sett�ngs.	

1.	 Press	the	Menu	button	on	the	Projector	Control	Panel	or	the	Menu	button	on	the	
Remote	Control.

2.	 Select	the	menu	tab	w�th	the	/	buttons	e�ther	on	the	Projector	Control	Panel	
or	the	Remote	Control.

3.	 Select	the	des�red	menu	opt�on	�tem	w�th	the	/	buttons	e�ther	on	the	Projector	
Control	Panel	or	the	Remote	Control.

4.		 Adjust	the	sett�ngs	w�th	the	/	buttons	e�ther	on	the	Projector	Control	Panel	or	
the	Remote	Control.

	 	 Refer	to	each	menu	opt�on	sect�on	for	more	deta�ls.
5.		 To	return	back	to	the	ma�n	menu,	press	the	Menu	button	on	the	Projector	Control	

Panel	or	the	Menu	button	on	the	Remote	Control.
6.		 To	ex�t	from	the	menu,	press	the	Menu	button	on	the	Projector	Control	Panel	or	

the	Menu	button	on	the	Remote	Control.

	

	 The	�llustrat�ons	�n	th�s	manual	are	for	the	purpose	of	explanat�on	and	may	
d�ffer	from	the	actual	sett�ng	of	your	projector.
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Color (Computer/Video Mode)

Opt�on	 Act�ons/Descr�pt�ons	
Br�ghtness	 Adjusts	the	br�ghtness	of	the	�mage.	

	 	Press	the		button	to	darken	the	�mage.
	 	Press	the		button	to	l�ghten	the	�mage.	
Contrast	 The	contrast	controls	the	degree	of	d�fference	between	the		

l�ghtest	and	darkest	parts	of	the	p�cture.	Adjust�ng	the	contrast		
changes	the	amount	of	black	and	wh�te	�n	the	�mage.

	 	Press	the		button	to	decrease	the	contrast.
	 	Press	the		button	to	�ncrease	the	contrast.	
Color	Temperature	 Adjusts	 the	color	 temperature.	At	h�gher	 temperature,	 the	screen	

looks	colder;	at	lower	temperature,	the	screen	looks		
warmer.	

Gamma	 Gamma	affects	how	dark	scenery	�s	d�splayed.	W�th	a	greater		
gamma	value,	dark	scenery	w�ll	look	br�ghter.	

Wh�te	Segment	 The	wh�te	segment	control	adjusts	the	wh�te	peak�ng	level	of	 the	
DMD	ch�p.	0	stands	for	m�n�mal	segment,	and	10	stands	for	max�mum	
segment.	If	you	prefer	a	stronger	�mage,	adjust	towards	the	max�mum	
sett�ng.	For	a	smooth	and	more	natural		�mage,	adjust	towards	the	
m�n�mum	sett�ng.
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Opt�on	 Act�ons/Descr�pt�ons
Saturat�on	 Adjusts	a	v�deo	�mage	from	black	and	wh�te	to	fully	saturated		 	

color.

	 	 Press	the		button	to	decrease	the	amount	of	color	�n	the		
	 �mage.

	 	 Press	the		button	to	�ncrease	the	amount	of	color	�n	the		
	 �mage.	

T�nt	 Adjusts	the	color	balance	of	red	and	green.

	 	 Press	the		button	to	�ncrease	the	amount	of	green	�n	the		
	 �mage.

	 	 Press	the		button	to	�ncrease	the	amount	of	red	�n	the	�mage.
Color	R	 Adjusts	the	red	color.	
Color	G	 Adjusts	the	green	color.	
Color	B	 Adjusts	the	blue	color.	

“Saturat�on”	and	“T�nt”	funct�ons	are	not	supported	under	computer	mode.
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Image (Computer Mode)

Opt�on	 Act�ons/Descr�pt�ons	
Keystone	 Adjusts	�mage	d�stort�on	caused	by	t�lt�ng	project�on.		 	
	 (+15	degrees)	
Aspect Ratio Selects this function to fit Auto, 16:9, 4:3 aspect ratio. 

	 	Auto:	Keep	the	�mage	w�th	or�g�nal	w�dth-he�ght	rat�o.
	  16:9: The input source will be scaled to fit the width of the  
	 	 screen.
	  4:3 : The input source will be scaled to fit the projection  
	 	 screen.
16:9	Image		 	Press	the		/		buttons	to	choose	the	�mage	pos�t�on	showed		
	 	 on	Pos�t�on	top,	center,	or	bottom.	
H.	Pos�t�on		 	Press	the		button	to	move	the	�mage	left.
(Hor�zontal	Pos�t�on)	 	Press	the		button	to	move	the	�mage	r�ght.	
V.	Pos�t�on		 	Press	the		button	to	move	the	�mage	down.
(Vert�cal	Pos�t�on)	 	Press	the		button	to	move	the	�mage	up.	
Frequency	 “Frequency”	changes	the	d�splay	data	frequency	to	match		
	 the	frequency	of	your	computer’s	graph�c	card.	If	you		 		
 experience a vertical flickering bar, use this function to make an  
	 adjustment.	
Track�ng	 “Track�ng”	synchron�zes	the	s�gnal	t�m�ng	of	the	d�splay	w�th		
 the graphic card. If you experience an unstable or flickering  
	 �mage,	use	th�s	funct�on	to	correct	�t.	
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Image (Video Mode)

Opt�on	 Act�ons/Descr�pt�ons	
Keystone	 Adjusts	�mage	d�stort�on	caused	by	t�lt�ng	project�on.	
	 (+15	degrees)	
Aspect Ratio Select this function to fit Auto, 16:9, 4:3 aspect ratio.

	 	Auto	:		Keep	the	�mage	w�th	or�g�nal	w�dth-he�ght	rat�o	and	
    maximize the image to fit native horizontal or vertical  
	 	 	 p�xels.
	  16:9 :  The input source will be scaled to fit the width of the 
	 	 	 screen.
	  4:3 :  The input source will be scaled to fit the projection  
	 	 	 screen.
16:9	Image		 	Press	the		/		buttons	to	choose	the	�mage	pos�t�on	showed		
Pos�t�on	 	 on	top,	center,	or	bottom.	
Sharpness	 Adjusts	the	sharpness	of	the	�mage.

	 	Press	the		button	to	decrease	the	sharpness.
	 	Press	the		button	to	�ncrease	the	sharpness.	
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Management (Computer/Video Mode)

Opt�on	 Act�ons/Descr�pt�ons	
ECO	Mode	 Choose	“On”	to	d�m	the	projector	lamp	wh�ch	w�ll	lower	power		
	 consumpt�on,	extend	the	lamp	l�fe	and	reduce	no�se.	Choose	“Off”		
	 to	return	normal	mode.	
Menu	Locat�on	 Choose	the	Menu	locat�on	on	the	d�splay	screen.	
Project	Ce�l�ng	 Choose	“On”	to	reverse	the	�mage	hor�zontally.	Choose	“Off”	to		
	 return	normal	mode.	
Project	Rear	 Choose	“On”	to	reverse	the	�mage	vert�cally.	Choose	“Off”		
	 to	return	normal	mode.	
Source	Lock	 When	source	lock	�s	turned	off,	the	projector	w�ll	search	for	other		
	 s�gnals	�f	the	current	�nput	s�gnal	�s	lost.	When	source	lock	�s		
	 turned	on,	�t	w�ll	“Lock”	the	current	source	channel	before	you		
	 press	“Source”	button	for	next	channel.	
Lamp	Hour		 D�splays	the	lamp’s	elapsed	operat�ng	t�me	(�n	hours).	 Elapse
Lamp		 Choose	th�s	funct�on	to	show	or	to	h�de	warn�ng	message		
Rem�nd�ng	 when	the	chang�ng	lamp	message	�s	d�splayed.	The	message		
	 w�ll	show	up	30	hours	before	end	of	l�fe.	
OSD		 Adjusts	the	OSD’s	transparency.	
Transparency
Reset	 Press	the		button	and	then	choose	“Yes”	to	return	the	d�splay		
	 parameters	on	all	menus	to	the	factory	default	sett�ngs.	
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Audio (Computer/Video Mode)

Opt�on	 Act�ons/Descr�pt�ons	
Volume	 	Press	the		button	to	decrease	the	volume.
	 	Press	the		button	to	�ncrease	the	volume.	
Mute	 	Choose	“On”	to	turn	mute	on.
	 	Choose	“Off”	to	turn	mute	off.	
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Opt�on	 Act�ons/Descr�pt�ons	
Language	 Choose	the	mult�l�ngual	OSD	menu.	Use	the		/		buttons	to			
	 select	your	preferred	language.
	 Press	the	Menu	button	on	the	Projector	Control	Panel	or	the	Menu	
 button on the Remote Control to confirm the selection. 

Language
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Maintenance
The	projector	needs	proper	ma�ntenance.	You	should	keep	the	lens	clean	as	dust,	d�rt	
or	spots	w�ll	project	on	the	screen	and	d�m�n�sh	�mage	qual�ty.	If	any	other	parts	need	
replacing, contact your dealer or qualified service personnel. When cleaning any part 
of the projector, always switch off and unplug the projector first.

Warn�ng:
	 Never	 open	 any	 of	 the	 covers	 on	 the	 projector.	 Dangerous	 electr�cal	 voltages	

�ns�de	the	projector	can	cause	severe	�njury.	Do	not	attempt	to	serv�ce	th�s	product	
yourself. Refer all servicing to qualified service personnel.

Cleaning the Lens
Gently	 w�pe	 the	 lens	 w�th	 lens	 clean�ng	 paper.	 Do	 not	 touch	 the	 lens	 w�th	 your	
hands.

Cleaning the Projector Housing
Gently	w�pe	w�th	a	soft	 cloth.	 If	 d�rt	 and	sta�ns	are	not	eas�ly	 removed,	use	a	soft	
cloth	damped	w�th	water,	or	water	and	neutral	detergent,	and	w�pe	dry	w�th	a	soft,	
dry	cloth.

	 Turn	off	the	projector	and	remove	the	AC	power	cord	from	the	power	outlet	
before	beg�nn�ng	ma�ntenance	work.

	 Make	sure	the	lens	�s	cool	before	clean�ng.
	 Do	not	use	detergents	or	chem�cals	other	than	those	noted	above.	Do	not	use	

benzene	or	th�nners.
	 Do	not	use	chem�cal	sprays.
	 Use	a	soft	cloth	or	lens	paper	only.
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Replacing the Lamp
Projector lamps have a finite life. Replace the lamp when:

	 A	warn�ng	message	“Lamp	�s	approach�ng	the	end	of	�ts	useful	l�fe	�n	full	power		
operat�on.	Replacement	Suggested!”	appears	on	the	screen.

	 The	�mage	becomes	darker	and	hues	become	weaker	after	a	lamp	has	been	for	
a	long	per�od	of	t�me.

	 The	projector	lamp	LED	�nd�cator	turns	�nto	red.	Refer	to	sect�on	t�tled	“Ind�cator	
Messages”	for	further	deta�ls.

	 The	 lamp	becomes	h�gh	 temperature	after	 turn�ng	off	 the	projector	w�th	 the	
power button. If you touch the lamp, you may scald your finger. When you 
replace	the	lamp,	wa�t	for	at	least	45	m�nutes	for	the	lamp	to	cool	down.	

	 Do	not	touch	the	lamp	glass	at	any	t�me.	The	lamp	may	explode	due	to	�mproper	
handl�ng,	�nclud�ng	the	touch�ng	of	the	lamp	glass.

	 Lamp	l�fet�me	may	d�ffer	from	lamp	to	lamp	and	accord�ng	to	the	env�ronment	
of	use.	There	�s	no	guarantee	of	the	same	l�fet�me	for	each	lamp.	Some	lamps	
may	fa�l	or	term�nate	the�r	l�fet�me	�n	a	shorter	per�od	of	t�me	than	other	s�m�lar	
lamps.

	 A	lamp	may	explode	as	a	result	of	v�brat�on,	shock	or	degradat�on	as	a	result	
of	hours	of	use	as	�ts	l�fet�me	draws	to	an	end.	R�sk	of	explos�on	may	d�ffer	
accord�ng	to	the	env�ronment	or	cond�t�ons	�n	wh�ch	the	projector	and	lamp	are	
be�ng	used.

  Wear protective gloves and eyeglasses when fixing or detaching the lamp.
		 Faster	on-off-cycles	w�ll	damage	the	lamp	and	reduce	lamp	l�fe.	Wa�t	at	least	

for	5	m�nutes	to	turn	off	the	projector	after	power�ng	on.
		 Do	not	operate	the	lamp	�n	prox�m�ty	to	paper,	cloth,	or	other	combust�ble		

material nor cover it with such materials. Otherwise it could cause a fire.
 Do not operate the lamp in an atmosphere containing an inflammable substance, 

such as thinner. Otherwise it could cause a fire or explosion.
		 Thoroughly	vent�late	the	area	or	the	room	when	operat�ng	the	lamp	�n	an	oxygen	

atmosphere	(�n	the	a�r).	If	ozone	�s	�nhaled,	�t	could	cause	headaches,	nausea,	
d�zz�ness,	etc.

		 The	�norgan�c	mercury	�s	�nvolved	�n	the	lamp.	If	the	lamp	bursts,	the	mercury	
�ns�de	the	lamp	w�ll	go	out	of	the	projector.	Leave	the	area	�mmed�ately	�f	the	
lamp	shatters	wh�le	be�ng	operated	and	vent�late	the	area	for	at	least	30	m�nutes	
�n	order	to	avo�d	the	�nhalat�on	of	mercury	fumes.	Otherw�se	�t	could	be	harmful	
to	user’s	health.
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1.	 Turn	off	 the	projector	and	unplug	
the	AC	power	cord.	

2.	 Place	 a	 protect�ve	 sheet	 (cloth)	
beneath	 the	 projector.	 Turn	 the	
projector	over	so	you	can	access	
the	lamp	cover.

3.	 Remove	the	access	panel	screws	
and	open	the	panel.

4.	 Remove	the	screws	on	the	bottom	
of	the	lamp	assembly.	

5.	 Grasp	the	lamp	handle	and	pull	the	
lamp	assembly	d�rectly	out	of	 the	
projector.

6.	 Replace	w�th	the	new	lamp.
7.	 Place	 back	 the	 screws	 on	 the	

bottom	of	lamp	assembly.
8.	 Place	the	panel	and	screw	back	the	

screws	on	the	lamp	cover.

	 D�spose	of	the	used	lamp	accord�ng	to	local	regulat�ons.
	 Ensure	that	screws	are	t�ghtened	properly.	Screws	not	t�ghtened	fully	may	

result	�n	�njury	or	acc�dents.
	 S�nce	the	lamp	�s	made	of	glass,	do	not	drop	the	un�t	and	do	not	scratch	the	

glass.
	 Do	not	reuse	the	old	lamp.	Th�s	could	cause	the	lamp	to	explode.
	 Be	sure	to	turn	off	the	projector	and	unplug	the	AC	power	cord	before	replac�ng	

the	lamp.
	 Do	not	use	the	projector	w�th	the	lamp	cover	removed.
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Specifications
Project�on	System	 S�ngle	panel	0.55”	DLP	projector	
Nat�ve	resolut�on	 786,432	dot	x1	(1024	x	768	x1)	
Image	Br�ghtness	 2300		ANSI	Lumens
Un�form�ty	 85	%
Lens																 Manual	Zoom	(1.2X)	
Focal	Length	 18	-	21.57	mm	
Contrast	Rat�o	 2000	:	1(Full	on/off)	
Aspect	Rat�o	 Auto,	16:9,	4:3	
Screen	S�ze	 24.8	-	285.7	�nches
Lamp	 230W	
Project�on	Type	 Front,	Rear,	Ce�l�ng
Input	Source	 VGA,	HDTV	v�a	VGA,	S-V�deo,	V�deo	
Scann�ng	Frequency
	 Hor�zontal	Freq.	 31	-	79	KHz
	 Vert�cal	Freq.	 56	-	85	Hz	
D�g�tal	Keystone	Correct�on		 Vert�cal:	+/-	15	degrees	
Analog	RGB	(�nput	s�gnal)		 D-Sub	connector	
HDTV		D�splay			 480p,	720p,	1080�
Integrated	Speaker	 1W	x	1
Aud�o	No�se	 37dB	(Normal)	and	32dB	(�n	ECO	Mode)
Remote	Control	 Mult�funct�onal	
OSD	Language	 Mult�language	
Operat�onal	Amb�ent	 Temperature:	0	-		400C
	 Hum�d�ty:	30	-	85%	
Power	Supply	 AC	100	-	240	V,	50	/	60	Hz	
Power	Consumpt�on	 300	Watts	(Typ�cal)	
D�mens�on	(W	x	D	x	H)	 265	x	202	x	97	mm	
We�ght	 2.45	kgs	

Note: Design and Specifications are subject to change without prior notice.
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Power	LED	 Amber	 Sol�d

Lamp	LED	 Green	 Sol�d

Lamp	LED	 Amber	 Sol�d

Lamp	LED	 Green	 Flash�ng

Power	LED	 Green	 Sol�d

Appendix
Indicator Messages
LED	Type	 Color	 Status	 Mean�ng	
Power	LED	 Green	 Flash�ng	 The	projector	�s	powered	and	ready.	
	 	 	 The	projector	system	has	some	problems	w�th	�ts		
	 	 	 fan,	so	the	projector	cannot	start	up.	
	 	 	 The	projector	�s	�n	good	cond�t�on	on	work�ng.
	 	 	 The	lamp	�s	�n	good	cond�t�on	and	�s	project�ng	at		
	 	 	 max�mum	br�ghtness.	
	 	 	 The	lamp	has	reached	�ts	end	of	l�fe	and	must	be		
	 	 	 changed	soon.	The	lamp	w�ll	cont�nue	to	operate		
	 	 	 unt�l	�t	fa�ls.	Change	the	lamp.	If	the	lamp	�s	off,		
	 	 	 then	the	ballast	w�ll	become	malfunct�on.	
	 	 	 The	projector	�s	shutt�ng	down.	The	fan	motor	�s		
	 	 	 cool�ng	the	lamp	for	shutdown.	Do	not	unplug	the		
	 	 	 power	cable	or	turn	the	power	sw�tch	off	before		
	 	 	 the	lamp	LED	turns	off.	The	fan	motor	w�ll	turn	off		
	 	 	 when	the	lamp	has	cooled.	
Lamp	LED	 Amber	 Flash�ng	 Temperature	�s	too	h�gh.	The	lamp	w�ll	turn	off.	
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Preset Signals

*	means	compressed.

HDTV Preset Signals
	 S�gnal	 	 Hor�zontal	Frequency	(kHz)	 Vert�cal	Frequency	(Hz)	
	 480p	 	 31.469	kHz	 	 	 59.94	Hz	
	 720p	 	 45.0	kHz	 	 	 60	Hz	
	 1080�	 	 33.716kHz	 	 	 29.97	Hz	

     
Mode

 
Resolution

 Vertical Frequency  Horizontal Frequency 
Timing  (Hz)  (kHz) 

     480p 640 x 480 59.94 31.46 60 Hz

     720p 1280 x 720 60 45 60 Hz

    

 VGA

 640 x 480 72.8 37.86 60 Hz

 640 x 480 75 37.5 75 Hz

 640 x 480 85 43.2 85 Hz

 720 x 400 70 31.5 60 Hz

 720 x 400 85 37.9 85 Hz

    

SVGA

 800 x 600 56.2 35.1 56 Hz

 800 x 600 60.3 37.8 60 Hz

 8000 x 600 72.1 48 72 Hz

 800 x 6000 75 46.8 75 Hz

     

XGA

 1024 x 768 60 48.3 60 Hz

 1024 x 768 70 56.4 70 Hz

 1024 x 768 75 60 75 Hz

 1024 x 768 84.9 68.8 85 Hz

 1024 x 768 60 48.3 60 Hz

 1024 x 768 75 60.2 60 Hz

    

SXGA*

 1280 x 1024 60 63.98 60 Hz

 1280 x 1024 75 79.9 75 Hz

 1152 x 870 75 68.6 60 Hz

 1152 x 864 75 67.5 75 Hz

    Mac 16” 832 x 624 74.5 49.7 60 Hz

Mac 480-66A 640 x 480 66.667 35 66 Hz 
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Troubleshooting
Refer	to	the	symptoms	and	measures	l�sted	below	before	send�ng	the	projector	for	
repa�rs.	If	the	problem	pers�sts,	contact	your	local	reseller	or	serv�ce	center.
Please	refer	to	“Ind�cator	Messages”	as	well.

Symptom	
No	power.	
	
	

Power	goes	out	
dur�ng	use.	
	

No	p�cture.	
	
	
	

No	aud�o.	
	
	
	
	

P�cture	not	
d�splayed	correctly.

Cause	
The	AC	power	cord	�s	not	
plugged	�n.	
The	AC	power	cord	�s	not	
connected	to	the	projector.	
The	lamp	cover	loose.	

The	temperature	�s	too	h�gh.	

The	vent�lat�on	holes	are	
blocked.	

The	projector	�s	not	turned	
on.	
The	br�ghtness	sett�ng	�s	
m�n�m�zed.	
The	connect�ons	set	up	are	
not	correctly.	
The	connected	dev�ces	are	
not	funct�on�ng	properly.	

The	projector	�s	not	turn	on.	
The	mute	funct�on	�s	on.	
The	volume	sett�ng	�s	
m�n�m�zed.	
The	connect�ons	have	not	
been	set	up	correctly.
The	connected	dev�ces	are	
not	funct�on�ng	properly.	

The	�nput	s�gnal	�s	not	
supported	by	the	projector.	

Measure	
Plug	�n	the	AC	power	cord.	

Connect	the	AC	power	cord	
to	the	projector	correctly.	
T�ghten	the	screws	on	the	
lamp	cover.	
Unplug	the	AC	power	cord	
and	wa�t	for	a	short	wh�le,	
then	turn	the	power	back	on.	
Place	the	projector	so	that	
the	vent�lat�on	holes	are	not	
blocked.	
Turn	the	projector	on.	

Adjust	the	br�ghtness	�n	the	
“Color”	menu.	
Check	that	all	connect�ons	
are	set	up	correctly.	
Check	that	all	connected	
dev�ces	are	funct�on�ng	
properly.	
Turn	the	projector	on.	
Set	the	mute	to	off.	
Adjust	the	volume	�n	the	
“Aud�o”	menu.	
Check	that	all	connect�ons	
are	set	up	correctly.	
Check	that	all	connected	
dev�ces	are	funct�on�ng	
properly.	
Refresh	the	�nput	s�gnal	
rate.	
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P�cture	blurred.
Part	of	p�cture	
out	of	focus.	
	
	
	
	
	

Image	�s	dark.	
	

Colors	too	l�ght.
Bad	shad�ng.	
	
	

Remote	control	
doesn’t	work.	 	

	
	

The	lens	�s	d�rty.	

The	lens	focus	�s	not	adjusted	
opt�mally.	
The	project�on	d�stance	�s	not	
w�th�n	the	projector’s	supported	
range.	
The	projector’s	screen	
placement	angle	�s	t�lted	too	far.	
The	frequency	or	track�ng	has	
not	been	adjusted	properly.
	
The	lens	cap	�s	attached	to	the	
lens.	
The	br�ghtness	or	contrast	has	
not	been	adjusted	properly.

The	lamp	�s	near	the	end	of	�ts	
serv�ce	l�fe.	
The	saturat�on,	t�nt,	color	R,	
color	G	or	color	B	has	not	been	
adjusted	properly.
	
The	screen	�s	d�rty.	
The	lamp	�s	near	the	end	of	�ts	
serv�ce	l�fe.	
The	battery	could	be	weak.	
The	polar�ty	�s	not	correct.	

The	remote	control	�s	not	be�ng	
used	w�th�n	the	effect�ve	range.
There	are	some	obstruct�ons	
between	the	remote	control	and	
projector.	
There are some fluorescent or 
other	br�ght	l�ghts	sh�n�ng	at	
the	projector’s	�nfrared	remote	
sensor.	

W�pe	clean	w�th	a	soft,	dry	
cloth	or	lens	paper.	
Adjust	the	focus	w�th	the	focus	
r�ng.		
Place	the	projector	w�th�n	the	
supported	range.	

Adjust	the	screen	placement	
angle.	
Adjust	frequency	and	track�ng	
�n	the	“Image	(Computer	
Mode)”	menu	properly.	
Remove	the	lens	cap.	

Adjust	the	br�ghtness	
or	contrast	�n	the	“Color	
(Computer/V�deo	Mode)”	
menu	properly.	
Replace	w�th	a	new	lamp.	

Adjust	the	saturat�on,	t�nt,	
color	R	or	color	G	�n	the	
“Color	(Computer/V�deo	
Mode)”	menu	properly.	
W�pe	clean	w�th	a	soft,	dry	cloth.	
Replace	w�th	a	new	lamp.
	
Replace	w�th	a	new	battery.	
Insert	the	battery	w�th	correct	
polar�t�es.	
Use	the	remote	control	w�th�n	
the	effect�ve	range.
Check	that	there	are	not	any	
obstruct�ons	between	the	
remote	control	and	projector.	
Check	that	there	are	not	any	
fluorescent or other bright 
l�ghts	sh�n�ng	at	the	projector’s	
�nfrared	remote	sensor.	
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Customer Support
For technical support or product service, see the table below or contact your reseller.

Note : You will need the product serial number.

Country/
Region

Web Site
T=Telephone

F=Fax
E-mail

Un�ted	States	 www.v�ewson�c.com/support/
T=	800	688	6688

F=	909	468	1202
serv�ce.us@v�ewson�c.com

Canada www.v�ewson�c.com/support T=	866	463	4775 serv�ce.ca@v�ewson�c.com

Un�ted	K�ngdom www.v�ewson�ceurope.com/uk T=	0207	949	0307 serv�ce.eu@v�ewson�ceurope.com

Europe,	M�ddle	

East,	Balt�c	

countr�es,	and	

North	Afr�ca

www.v�ewson�ceurope.com
Contact	your	

reseller
serv�ce.eu@v�ewson�ceurope.com

Austral�a	and	

New	Zealand

www.v�ewson�c.com.au/

support/

AUS=	1800	880	818

NZ=	0800	008	822
serv�ce@au.v�ewson�c.com

S�ngapore/

Malays�a/

Tha�land

www.v�ewson�c.com.sg/

support/
T=	65	64616044 serv�ce@sg.v�ewson�c.com

South	Afr�ca/

Other	countr�es
www.v�ewson�c.com

T=	886	2	2246-3456

F=	886	2	2249-1751
serv�ce@sd.v�ewson�c.com

Hong	Kong
www.hk.v�ewson�c.com/

support/
T=	852	3102	2900 serv�ce@hk.v�ewson�c.com

Macau
www.hk.v�ewson�c.com/

support/
T=	853	700	303 serv�ce@hk.v�ewson�c.com

Korea www.v�ewson�c.com T=	080	265	9080 serv�ce@kr.v�ewson�c.com
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Limited Warranty
VIEWSONIC®	PROJECTOR

What the warranty covers:
ViewSonic warrants its products to be free from defects in material and workmanship, under 
normal use, during the warranty period. If a product proves to be defective in material or 
workmanship during the warranty period, ViewSonic will, at its sole option, repair or replace 
the product with a like product. Replacement product or parts may include remanufactured or 
refurbished parts or components.

How long the warranty is effective:
North and South America: 3 years for all parts excluding the lamp, 3 years for labor, 1 year for 
the original lamp from the date of the first consumer purchase.
Europe: 3 years for all parts excluding the lamp, 3 years for labor, 1 year for the original lamp 
from the date of the first consumer purchase.
Other regions or countries: Please check with your local dealer or local ViewSonic office for the 
warranty information.
Lamp warranty subject to terms and conditions, verification and approval. Applies to 
manufacturer’s installed lamp only.
All accessory lamps purchased separately are warranted for 90 days.

Who the warranty protects:
This warranty is valid only for the first consumer purchaser.

What the warranty does not cover:
1. Any product on which the serial number has been defaced, modified or removed.
2. Damage, deterioration or malfunction resulting from:

a.  Accident, misuse, neglect, fire, water, lightning, or other acts of nature, unauthorized 
product modification, or failure to follow instructions supplied with the product.

b. Repair or attempted repair by anyone not authorized by ViewSonic.
c. Any damage of the product due to shipment.
d. Removal or installation of the product.
e. Causes external to the product, such as electric power fluctuations or failure.
f. Use of supplies or parts not meeting ViewSonic’s specifications.
g. Normal wear and tear.
h. Any other cause which does not relate to a product defect.

3.  Any product exhibiting a condition commonly known as “image built-in” which results when 
a static image is displayed on the product for an extended period of time.

4. Removal, installation, and set-up service charges.

How to get service:
1. For information about receiving service under warranty, contact ViewSonic Customer 

Support (Please refer to Customer Support page). You will need to provide your product’s 
serial number.
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2.  To obtain warranted service, you will be required to provide (a) the original dated sales slip, (b) 
your name, (c) your address, (d) a description of the problem, and (e) the serial number of the 
product.

3.  Take or ship the product freight prepaid in the original container to an authorized ViewSonic 
service center or ViewSonic.

4.  For additional information or the name of the nearest ViewSonic service center, contact 
ViewSonic. 

Limitation of implied warranties:
There are no warranties, express or implied, which extend beyond the description contained 
herein including the implied warranty of merchantability and fitness for a particular purpose.

Exclusion of damages:
ViewSonic’s liability is limited to the cost of repair or replacement of the product. ViewSonic 
shall not be liable for:
1.  Damage to other property caused by any defects in the product, damaged based upon 

inconvenience, loss of use of the product, loss of time, loss of profits, loss of business 
opportunity, loss of goodwill, interference with business relationships, or other commercil 
loss, even if advised of the possibility of such damages.

2. Any other damages, whether incidental, consequential or otherwise.
3. Any claim against the customer by other party.

Effect of state law:
This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. Some states do not allow limitations on implied warranties and/or do not allow the 
exclusion of incidental or consequential damages, so the above limitations and exclusions may 
not apply to you.

Sales outside the U.S.A. and Canada: 
For warranty information and service on ViewSonic products sold outside of the U.S.A. and 
Canada, contact ViewSonic or your local ViewSonic dealer.
The warranty period for this product in mainland China (Hong Kong, Macao and Taiwan 
Excluded) is subject to the terms and conditions of the Maintenance Guarantee Card.
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